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Department of Energy § 431.17 

EFFECTIVE DATE NOTE: At 78 FR 75994, 
Dec.13, 2013, § 431.15 was amended by adding 
paragraph (e)(1)(iii)(D), effective Jan. 13, 
2014. For the convenience of the user, the 
added text is set forth as follows: 

§ 431.15 Materials incorporated by ref-
erence. 

* * * * * 

(e) * * * 
(1) * * * 
(iii) * * * 
(D) Paragraphs 12.62 and 12.63, IBR ap-

proved for § 431.12. 

* * * * * 

§ 431.16 Test procedures for the meas-
urement of energy efficiency. 

For purposes of 10 CFR part 431 and 
EPCA, the test procedures for meas-
uring the energy efficiency of an elec-
tric motor shall be the test procedures 
specified in appendix B to this subpart 
B. 

§ 431.17 Determination of efficiency. 
When a party determines the energy 

efficiency of an electric motor in order 
to comply with an obligation imposed 
on it by or pursuant to Part C of Title 
III of EPCA, 42 U.S.C. 6311–6316, this 
Section applies. This section does not 
apply to enforcement testing con-
ducted pursuant to § 431.192. 

(a) Provisions applicable to all electric 
motors—(1) General requirements. The av-
erage full load efficiency of each basic 
model of electric motor must be deter-
mined either by testing in accordance 
with § 431.16 of this subpart, or by appli-
cation of an alternative efficiency de-
termination method (AEDM) that 
meets the requirements of paragraphs 
(a)(2) and (3) of this section, provided, 
however, that an AEDM may be used to 
determine the average full load effi-
ciency of one or more of a manufactur-
er’s basic models only if the average 
full load efficiency of at least five of its 
other basic models is determined 
through testing. 

(2) Alternative efficiency determination 
method. An AEDM applied to a basic 
model must be: 

(i) Derived from a mathematical 
model that represents the mechanical 
and electrical characteristics of that 
basic model, and 

(ii) Based on engineering or statis-
tical analysis, computer simulation or 
modeling, or other analytic evaluation 
of performance data. 

(3) Substantiation of an alternative effi-
ciency determination method. Before an 
AEDM is used, its accuracy and reli-
ability must be substantiated as fol-
lows: 

(i) The AEDM must be applied to at 
least five basic models that have been 
tested in accordance with § 431.16, and 

(ii) The predicted total power loss for 
each such basic model, calculated by 
applying the AEDM, must be within 
plus or minus ten percent of the mean 
total power loss determined from the 
testing of that basic model. 

(4) Subsequent verification of an 
AEDM. (i) Each manufacturer shall pe-
riodically select basic models rep-
resentative of those to which it has ap-
plied an AEDM, and for each basic 
model selected shall either: 

(A) Subject a sample of units to test-
ing in accordance with §§ 431.16 and 
431.17(b)(2) by an accredited laboratory 
that meets the requirements of § 431.18; 

(B) Have a certification body recog-
nized under § 431.20 certify its nominal 
full load efficiency; or 

(C) Have an independent state-reg-
istered professional engineer, who is 
qualified to perform an evaluation of 
electric motor efficiency in a highly 
competent manner and who is not an 
employee of the manufacturer, review 
the manufacturer’s representations and 
certify that the results of the AEDM 
accurately represent the total power 
loss and nominal full load efficiency of 
the basic model. 

(ii) Each manufacturer that has used 
an AEDM under this section shall have 
available for inspection by the Depart-
ment of Energy records showing: the 
method or methods used; the mathe-
matical model, the engineering or sta-
tistical analysis, computer simulation 
or modeling, and other analytic evalua-
tion of performance data on which the 
AEDM is based; complete test data, 
product information, and related infor-
mation that the manufacturer has gen-
erated or acquired pursuant to para-
graphs (a)(3) and (a)(4)(i) of this sec-
tion; and the calculations used to de-
termine the average full load efficiency 
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